
 
 
 

Metallic vs. Dielectric Modeling in WIPL-D 
 

Mary Cannella Taylor 
Syracuse University 

Syracuse, New York, 13104, USA 
cannella@syr.edu 

 
 

  
 

Abstract: Simulations were run in WIPL-D [1] using homogeneous metallic or dielectric material 
separately with the same scattering structure at grazing angle. The frequency domain (FD) data was 
processed with Gaussian windowing and the inverse discrete Fourier transform. The resulting time 
domain (TD) plots are compared. The conclusion is that a metallic structure simulation can provide 
information relevant to the dielectric structure in much less time using fewer unknowns. An 
approximation for the structure’s observed resonance is discussed. 
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1. Problem Statement and Diagram 
 
A vertically polarized plane wave is incident on a structure 100 m from the source. The structure is 

a rectangular cylinder, centered at the origin and located above a perfect electric conductor (PEC) 
ground plane. The cylinder has dimensions: height 5.5 ft, breadth 1.5 ft, width 0.5 ft. The source is 
located 6 ft above the ground plane. The monostatic case with 1º angle of incidence is simulated to 
find the field scattered back toward the source by the structure. Figure 1 is a diagram of the problem 
statement.  
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Figure 1: Problem Statement Diagram  

20th Annual Review of Progress in Applied Computational Electromagnetics

April 19-23, 2004 - Syracuse, NY     © 2004 ACES



Report Documentation Page Form Approved
OMB No. 0704-0188

Public reporting burden for the collection of information is estimated to average 1 hour per response, including the time for reviewing instructions, searching existing data sources, gathering and
maintaining the data needed, and completing and reviewing the collection of information. Send comments regarding this burden estimate or any other aspect of this collection of information,
including suggestions for reducing this burden, to Washington Headquarters Services, Directorate for Information Operations and Reports, 1215 Jefferson Davis Highway, Suite 1204, Arlington
VA 22202-4302. Respondents should be aware that notwithstanding any other provision of law, no person shall be subject to a penalty for failing to comply with a collection of information if it
does not display a currently valid OMB control number. 

1. REPORT DATE 
23 APR 2004 

2. REPORT TYPE 
N/A 

3. DATES COVERED 
  -   

4. TITLE AND SUBTITLE 
Metallic vs. Dielectric Modeling in WIPL-D 

5a. CONTRACT NUMBER 

5b. GRANT NUMBER 

5c. PROGRAM ELEMENT NUMBER 

6. AUTHOR(S) 5d. PROJECT NUMBER 

5e. TASK NUMBER 

5f. WORK UNIT NUMBER 

7. PERFORMING ORGANIZATION NAME(S) AND ADDRESS(ES) 
Syracuse University Syracuse, New York, 13104, USA 

8. PERFORMING ORGANIZATION
REPORT NUMBER 

9. SPONSORING/MONITORING AGENCY NAME(S) AND ADDRESS(ES) 10. SPONSOR/MONITOR’S ACRONYM(S) 

11. SPONSOR/MONITOR’S REPORT 
NUMBER(S) 

12. DISTRIBUTION/AVAILABILITY STATEMENT 
Approved for public release, distribution unlimited 

13. SUPPLEMENTARY NOTES 
See also ADM001763, Annual Review of Progress in Applied Computational Electromagnetics (20th) Held
in Syracuse, NY on 19-23 April 2004. 

14. ABSTRACT 

15. SUBJECT TERMS 

16. SECURITY CLASSIFICATION OF: 17. LIMITATION OF 
ABSTRACT 

UU 

18. NUMBER
OF PAGES 

6 

19a. NAME OF
RESPONSIBLE PERSON 

a. REPORT 
unclassified 

b. ABSTRACT 
unclassified 

c. THIS PAGE 
unclassified 

Standard Form 298 (Rev. 8-98) 
Prescribed by ANSI Std Z39-18 



 
 
 
 

2. Metallic Simulation Results 
 

A model was constructed in WIPL-D for the metallic structure, shown above in Figure 2. The 
structure is closed on the top, but open on the bottom, since it is placed on an xy plane of PEC 
symmetry. The metallic material parameters are set as PEC (zeroth domain) by WIPL-D. The 
frequency range of interest is 5 MHz to 1 GHz with 200 data points simulated, giving a 5 MHz 
frequency step size. Figure 3 shows the FD data from the WIPL-D simulation.  

The low frequency data show a resonance near 40 MHz. This resonance is discussed in Section 5. 
The frequency range above 500 MHz is smooth and continuous. Additional metallic simulations run 
with higher frequencies up to 2 GHz also showed continuous, smooth behavior.  

 

 
 

Figure 2: WIPL-D Model of Metallic Structure 

Figure 3: WIPL-D Metallic Data
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3. Dielectric Simulation Results 
 
The same structure model used for the metallic project was also used for the dielectric simulations, 

except that the material parameters were set for dielectric domain as follows: relative permittivity,      
εr = 81, relative permeability, µr = 0, and conductivity, σ = 0.7 S/m. The same frequency range was 
also used. Figure 4 shows the dielectric data from WIPL-D. 

As in the metallic case, the low frequency data show a resonance near 40 MHz, which is discussed 
in Section 5. Dielectric simulations with higher stop frequencies are being run to confirm continuous, 
smooth higher frequency data.  
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4. Signal Processing for Time Domain Response 
 

The FD data from the WIPL-D simulations were processed using Gaussian windowing and the 
inverse discrete Fourier transform (ifft function), with t = n∆T and f = k∆f. The length of the 
frequency vector is extended to N = 2048, padded with zeros and the conjugate symmetry is inserted. 
The frequency resolution ∆f = 5 MHz gives a frequency range F = 10.24 GHz before windowing, and 
a TD record length T0 = 200 ns. The time sampling interval ∆T = 97.6 ps. 

A Gaussian window function g(t) defined below is shown in Figure 5, with α = 4 ns (width) and    
τ = 4 ns (delay).  

 
 
Using the discrete Fourier transform (fft function), g(t) is transformed into FD, G(f) shown in Figure 6.  

Figure 4: WIPL-D Dielectric Data
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The FD data vector is multiplied by G(f), which is equivalent to convolution in TD. The windowed 
FD data is then transformed to the TD using the inverse discrete Fourier transform (ifft function). The 
resulting TD responses for the metallic and dielectric cases are plotted together in Figure 7. 
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Figure 6: Gaussian Window, G(f)
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Figure 5: Gaussian Window, g(t) 
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6. Conclusion 

 
This investigation has shown that relevant information regarding the resonance of a dielectric 

structure can be approximated from WIPL-D simulation of the same structure as metallic. A metallic 
simulation can be completed and analyzed in less time because it requires half or less the number of 
unknowns necessary for a dielectric simulation. The dielectric structure in this paper required 1872 
unknowns, compared to 801 unknowns for the metallic. The computer used for both WIPL-D 
simulations was a DELL Precision 420 Workstation, P3 x 2 CPU, 733 MHz with 1 GB RAM. The 
metallic simulation took less than 2 hours, while the dielectric simulation took more than 16 hours. 
Ongoing simulations with higher stop frequencies indicate that this difference in computational time 
grows larger as the simulation stop frequency is raised.  
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Figure 8: Resonance in WIPL-D Data, Magnitude 
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